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COIL NAILER
APPLICABLE FASTENER SIZE

APPLICABLE FASTENER SIZE

TOOL SPECIFICATION
Weight: Dimensions: Load Capacity: Operating Pressure:

TOOL SPECIFICATION
Weight: Dimensions: Load Capacity: Operating Pressure:

Model: N57

Model: N57PP

Shank Dia.: 

Head Dia.:

Length:

Shank Type:

.083”~.092”

.197”~.236”

1” ~ 2-1/4”

Smooth/Ring/
Screw

Shank Dia.: 

Head Dia.:

Length:

Shank Type:

.092”~.113”

.224”~.275”

1” ~ 2-1/4”

Smooth/Ring/
Screw

APPLICATIONS:
Wood pallet, drums, crating,
general construction incl. 
siding, decking, panel sheathing
and framing.

APPLICATIONS:
Wood pallet, drums, crating,
general construction incl. 
siding, decking, panel sheathing
and framing.

5.9lbs / 2.69kgs 11.13 x 5.13 x 10.6”
283 x 131 x 270mm 300 ~ 350 nails 70~100 psi (5~7 bar)

Do not exceed 120 psi

70~100 psi (5~7 bar)
Do not exceed 120 psi5.9lbs / 2.69kgs 11.56 x 5.19 x 10.56”

294 x 132 x 268mm 250 ~ 300 nails


